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Fully insulated enclosed ring main unit
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SRM-12/24 series fully insulated enclosed ring main unit (SF6 switchgear) is a new generation of small—
scale modular switchgear with modular and box-type modular structure, each module All have their own
functions, in a SF6 insulated air box can be configured up to 6 modules (unit). When the system requires more
than 6 units of configuration, to use the form of expansion bus to connect the cabinet; each SF6 insulated air
box can be any extension on the left and right sides, according to different design options arbitrarily arranged
to achieve different configuration requirements.

SRM-12/24 series fully insulated enclosed ring main unit imported stainless steel plate, the use of
advanced laser welding technology welding, inflatable cabinet protection class to IP67. Air box filled with SF6
gas, and after the simultaneous vacuum, helium Leak detection, to ensure that the air box seal. Load switch,
grounding switch and other switch parts and bus, fuse insulation, vacuum interrupter are sealed in the
stainless steel box. The bottom of the tank is equipped with explosion—proof membrane, when the switch is
abnormal and the air pressure inside the box more than a certain value, from the lower explosion—proof mouth
pressure relief, effectively prevent high—pressure gas on people, cables and substations damage the rest of
the equipment.

SRM-12/24 series fully insulated enclosed ring main unit has the advantages of compact structure, fully
enclosed, full insulation, long life, maintenance—free, small footprint, safe and reliable, free from working
environment and so on. It is widely used in industrial and civil cable girders and terminals powered by.
Particularly applicable to small secondary distribution stations, opening and closing, industrial and mining
enterprises, airports, railways, commercial areas, high-rise buildings, highways, subways, tunnels and other
fields.

SRM-12/24 series fully insulated enclosed ring main unit conform to IEC60056,IEC60129,IEC60265,
IEC60298, IEC60420, IEC60694.
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